R/W OR

R/W OR PROPERTY LINE
T R

R

VARTABLE

WIDTH

COMPUTE SQUARE FOOT QUANTITIES FOR THE
DRIVEWAY APPROACH. APRON & GUTTER AND
ADDED TO THE QUANTITIES GIVEN IN THE

DRIVEWAY RADIUS AND FLARE FOOTAGE CHART.

VARTABLE
LENGHT (L)

TOOLED OR CONSTRUCTION

CONTRACTOR

JOINT

"
—

I..A

R/W OR PROPERTY LINE
B £

VARTABLE
WIDTH(W)

4'MIN

END OF SIDEWALK

REMOVE EXISTING

6'MIN TO 8'
CONCRETE SIDEWALK
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END OF SIDEWALK ———+] SOLIOLIOLIOTR
& EXPANSION JOINT N NN
’//rAfCONTRACTIGN JOINT oot o oo o

VARTABLE
LENGTH(L)

Fi.

EXPANSION JOINT WITH SIDEWALK AND WMAX SLOPE, NN
NEW SIDEWALK (TYP) « MAX SLOPE EEEE@%%DEEég§S¥8N 3 . S “ne
- % 7 . N0T1 SIDE SLOPE SIS
=z JOINT (TYP) z TQlZ.A S;DESL PE IS ALLOWED WHEN -
—_— L))
E 5 »REQVDL SIF STDEW PLANTER AREA =| coa
o R = RADIUS 6' %, IS AD&ACENT G IS BETWEEN CURB =| =z
K (TYP) AND . SIDEWALK <
- o N oo
" e . [alel=]
TOOLED OR CONSTRUCTION —— v |~ > Sy
‘ " CONTRACTION JOINT N i 1 T SEE NOTE 9 —— | oY
— = ) —
\\\\\\\\\47 FLGWLINE<__/////////’ FLOWL INE
SEE NOTE 9 T
) 1 L !
?T;& LA ?T;; i LB A DRIVEWAY OPENING L-A S
DRIVEWAY OPENING ~ OPENING=W+7 '+ FLARES
CURVED RETURN OPENING=W
TANGENT TO CURB
LINE
OPEN CONCRETE DRIVEWAY FLARED DRIVEWAY
NOTES:
DRIVEWAY RADIUS AND FLARE AREA CHART 1. DRIVEWAY DIMENSIONS (MAX.& MIN.) ARE LOCATED IN U.D.O.T.
“MANUAL FOR THE ACCOMMODATION OF UTILITIES AND THE CONTROL
OPEN CONCRETE DRIVEWAY | ft?2 FLARED DRIVEWAY 42 AND PROTECTION OF STATE HIGHWAY RIGHTS OF WAY” CURRENT EDITION
2% CROSS SLOPE 237 6~ RADIUS 44.13 12:1 F%ARES 2. MAXIMUM DISTANCE BETWEEN TOOLED OR CONSTRUCTION JOINTS
REQ’D.-TOWARDS o 1— TYPE “"B1” CURB & GUTTER| 88.09 10" LATERALLY AND LONGITUDINALLY SPACED EQUALLY.
THE ROADWAY 7 — oo T
aiatly L1P OF 2— TYPE NBZN CURB & GUTTER J129.92 3. PROVIDE EXPANSION JOINTS WHERE CONCRETE SIDEWALK BUTTS
GUTTER 3- TYPE "M1” CURB & GUTTER] 44.56 AGAINST CONCRETE DRIVEWAYS AND IN CONCRETE SIDEWALK
NOTE: AT 30 FEET INTERVALS.
i i ft2 QUANTITY = BOTH SIDES OF 4. DO NOT PAY FOR SIDEWALK INSIDE THE DRIVEWAY LIMITS
CONTRACTION f;‘“’ DRIVEWAY ROUNDED TO THE 10:1 FLARES (WIDTH AND LENGTH)
JOINTS 3" MIN o= NEAREST 0.5 f+2 1- TYPE "B1” CURB & GUTTER] 78.90 5. OPEN CONCRETE DRIVEWAY — FLARED DRIVEWAY
UNTREATED gl by Z RS A: RESIDENTIAL = 6 inch THICK. COMMERCIAL = 7 inch THICK
BASE COURSE = 2— TYPE B2~ CURB & GUTTER W15.39 B: EXTEND DRIVEWAY APPROACH TQ R/W — PROPERTY LINE
APPROACH APRON & GUTTER 3— TYPE "M1"~ CURB & GUTTER | 34.66 C: IF THE GRADES SHOWN ON THE SLOPE DETAIL CANNOT
BE MET, DEPRESS THE LONGITUDINAL SLOPE OF THE SIDEWALK
AT A RATE OF 5 PERCENT TO MEET THE APRON - APPROACH
DRIVEWAY (L) ELEVATION.
6. USE CLASS AA(AE) CONCRETE FOR SIDEWALK AND DRIVEWAYS
7. USE UNTREATED BASE COURSE UNDER ALL SIDEWALKS
AND DRIVEWAYS.
SECTION A-A 8. 10:1 = 10% SLOPE; 12:1 = 8.33% SLOPE.
9. QUANTITIES FOR DRIVEWAYS INCLUDE RADIUS AND FLARES
TO LIP OF GUTTER.
4"THICK CONCRETE SIDEWALK
2% CROSS SLOPE CONTRACTION JOINT — 12% MAX ALGEBRAIC CHANGE IN SLOPE EgﬁygEaERGdgéNlAgé%EER
REQ'D.-TOWARDS ) 10% MAX SLOPE-OPEN CONC. DRIVEWAY M 153 OR M 213

THE ROADWAY ——»

3” MIN UNTREATED
BASE COURSE

CONCRETE

CURB & GUTTER

SECTION B-B

8% MAX SLOPE

(+0R-

8.3% MAX SLOPE-FLARED DRIVEWAY

R/W OR R

3”MIN.UNTREATED
BASE COURSE

APRON & GUTTER

APPROACH |
I
DRIVEWAY

SLOPE DETAIL

1"
JOINT REQ'D.

EXPANSTION—-CONTRACT ION

JOINT DETAIL

-
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